GENERAL INSTALLATION NOTES

1. INSTALLATION SHALL BE CONFORM TO THE LATEST EDITION OF THE NATIONAL ELECTRICAL CODE (NEC) .

2. WORK SHOWN ON THE DRAWING IS DESCRIBED OF THE WORK TO BE PERFORMED. THE CONTRACTOR SHALL PROVIDE ALL MATERIALS AND LABOR AS REQUIRED TO COMPLETE THE INSTALLATION AND PROVIDE COMPLETE PERMANENT MOUNTING SYSTEM. ALL TO MEET SPECIFICATIONS OF THE PA.

3. CONDUIT LAYERS ARE TERMINATED EXACT LOCATION, ROUTING, AND ACCESS Holes FOR CONDUIT INSTALLATION SHALL BE COORDINATED IN THE FIELD BY THE CONTRACTOR AND ARE SUBJECT TO APPROVAL OF THE PA.

4. CONTRACTOR SHALL PROVIDE ALL WIRING MATERIALS, CONDUCTORS WORKING WITH THE SITE, EQUIPMENT AND MATERIAL, SUPPLIERS, AND THE OWNER.

5. CONTRACTOR SHALL PROVIDE HARDWARE ON ALL EQUIPMENT.

6. ALL CONDUITS SHALL CONTAIN A GREEN INSULATED EARTH EARTH GROUND WIRE SIZE AS REQUIRED OR IN ACCORDANCE WITH ART. 250, AND AS REQUIRED BY EQUIPMENT INSTALLATION MANUAls.

7. EXCEPT AS NOTED, ALL WIRING AND CABLES SHALL BE INSTALLED IN CONDUIT. MINIMUM SIZE OF CONDUIT SHALL BE 3/4 INCH TRADE SIZE CONDUIT TRADE SIZE 1/2 INCH SHALL NOT BE USED. SIZED TO 1/2 TRADE SIZE.

8. EXCEPT WHERE NOTED ALL EXPOSED EXPOSED CONDUCTORS SHALL BE CHARACTERIZED WITH GREEN EARTH EARTH GROUND CONDUCTORS TO MEET 250 ART. 314.10. MATERIALS AND INSTALLATION SHALL MEET THE REQUIREMENTS OF THE CODE.

9. FOLLOWING COMPLETION OF THE WORK AND PRIOR TO FINAL PAYMENT, THE CONTRACTOR SHALL PROVIDE COMPLETE AS-BUILT DRAWINGS IN ACCORDANCE WITH THE REQUIREMENTS OF THE CODE.
UNIT NO:
1. PROVIDE GUTTERMORE SECTIONS THAT ARE AVAILABLE NOW AND
PROVIDE BY THE MANUFACTURER OR THE WEST MAN A

CURRENT RANGE OF DRY SECTIONS TO THE WEST MAN A

STANDARD Range.

GENERAL NOTE:
1. SINGLE LINE DRAWINGS ARE FOR REFERENCE ONLY,
   CONTRACTOR MUST FIELD VERIFY BEFORE DOING ANY WORK.
2. ALL LINE PARTS MUST BE HD-CONNECTED TO EACH OTHER
   CONTACTOR PAYS TO DOING ANY DAMAGE OR REPLACEMENT.